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A-QAMOS-IP QAM-Modulator
IP-TS /ASI-TS = 8x DVB-C (QAM)

Typ N*

Eingang = Input

A-QAMOS-IP QAM Modulator
IP-TS/ASI-TS = 8x DVB-C (QAM)

Ausgang * Output

A-QAMOS-IP 5107.81

« DCS (digital calculated signal) — voll digitales System von
Signalerzeugung bis HF

« durchschleifbares Eingangssignal oder 2 Eingénge

LNB-Steuerung 22 kHz 14/ 18 V oder DiSEqC

Transportstrombearbeitung far alle Kandle

Logical Channel Number (LCN) = automatische Programm-

vorsortierung; Steuerung dber HTML und SNMP

« durchschleifbares Ausgangssignal

« ASI-Port wahlweise als Eingang oder Monitorausgang nutzbar
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Technische Parameter A-QAMOS-IP

IP/ ASW SFP

8x QAM [45...862 MHz]

- DCS (digital calculated signal) — full digital system from signal
generating through to RF

* input signal loop through or twin input

« LMB control 22 kHz 14/18 V' or DISEqQC

« Transport stream processing for all channels

* Logical Channel Number (LCN) — automatic program preselection
= putput signal loop trough

« HTML and/ or SNMP cantrol

= AS| port used either as input or monitor output
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Technical parameter A-QAMOS-IP

IP-Eingang (Stream-Port)

IP-Input (stream port)

integrierte Netzteilredundanz

Netzwerkanschluss (LAN/ WAN)  Ethernet,10/100/1000 Base-T Network connection (LAN/ WAN)  Ethernet, 10/100/1000 Base-T
Steckverbindung 1x RJ 45, Connector 1xRJ 45,
1% SFP (redund. Schnittst.) 1x SFP (redurd. interface)
Protokolle ARP, IGMPv3, IPvd Protocols ARP, IGMPv3, IPvd
ASl-Port ASI-Port
Pegel Eingang 200..800 mVg Level input 200..800 mV
Ausgang 800 mV_ (£ 10%) output 800 mV_ (£ 10%)
Datenrate 270 Mbps Data rate 270 Mbps
Steckverbinder/ Impedanz BNC-Buchse/ 75 0 Connector/ impedance BNC socket! 75
ASI-Polaritét Eingang normal negiert AS| polarity input normal/ irverted
Ausgang normal output  noarmal
ASl-Signalverarbeitung ASl-Signal processing
Datenrate 0,625 ... 213 Mbps Data rate 0625 ... 213 Mbps
ASkUbertragungsformat  Eingang continuous, burst ASI transfer format input continuous, burst
Ausgang burst output burst
TS-Ubertragungsformat 188, 204 Byte TS transfer format 188, 204 Byte
Signalverarbeitung gemall EN 500839 Signal processing according EN 50083-9
HF-Ausgang RF-Output
Frequerzbereich 45...862 MHz Cutput frequency range 45...862 MHz
Abstimmraster 125 kH=z Tuning step 125 kH=z
Ausgangspegel max. 85 dBpV (pro Kanal) Qutput level max. 85 dBuV (per channel)
Summenpegel-Einstellung 62...82 dBuV (1 dB-Schritte) Total level settings 62...82 dBpV (1 dB steps)
Einzelpegel-Einstellung (Offset) +3...- 6 dB (0,5 dB-Schritle) Individual level settings (offset) +3..- 6 dB (0.5 dB steps)
Kanalbelegung nachbarkanaltauglich Channel allocation adjacent channel ability
Steckverbinder/ Impedanz F-Buchse/ 75 0 Connector/ impedance F socket/ 75 O
Rickfussdampfung =18 dB 45 MHz Return loss =18 dB 45 MHz
- 1,5 dB/ Oktave - 1.5 dB/ octave
Signalqualitat Signal quality
MER z45dB MER z45dB
Schulterdampfung z53dB Shoulder attenuation z53dB
MNebenwellenabstand 45..862 MHz =z 60 dB Spurious 45.. 862 MHz =60 dB
Frequenzabweichung max. 30 kHz Frequency stability max. 30 kHz
Ausgangspegelstabilitat +05dB Cutput level stability +05dB
Betriebs parameter Operating parameters
Versorgungsspannung 90...240 V AC, Schutzkl. 1 Supply voltage 90...240 V AC protect. class 1

integrated power supply
redundancy




